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The	data	concerning	properties	and	applications	of	the	indicated	products	are	offered	in	good	faith	and	are	based	on	our	research	and	practical	experiences.		
Due	to	the	versatility	of	the	application	possibilities,	it	is	impossible	to	mention	all	details	and	we	do	not	assume	any	obligations	or	responsibilities	resulting	

from	this.		When	a	new	edition	appears	due	to	the	technical	development,	the	preceding	data	are	no	longer	valid.	
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Professional	range	

START-STOP  
ENGINE PROTECTOR 

 

Wynn's	Start-Stop	Engine	Protector	is	an	oil	supplement	
ensuring	that	a	protective	oil	film	remains	on	engine	parts	
during	the	start/stop	process.	

	
	

ü Optimal	protection	against	start-stop	wear.	
ü Clings	to	engine	parts	during	start-stop	cycle.	
ü Protects	the	engine	oil	against	premature	oxidation.	
ü Restores	loss	of	viscosity	of	the	engine	oil.	
ü Improves	cleanliness	of	engine	oil	and	engine	components.	
ü Compatible	 with	 all	 mineral,	 synthetic,	 single-	 and	 multigrade	 oils	 and	 suitable	 for	

regular	and	low	SAPS	applications.	
	

	
	

ü For	petrol,	diesel,	LPG	and	hybrid	engines	(with	or	without	turbocharger).			
ü Especially	recommended	for	engines	with	“start/stop”	technology.	

	

	
	

ü Add	to	engine	oil.	
ü 1	metal	can	of	325	ml	treats	up	to	5	litres	of	engine	oil.	
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