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The	data	concerning	properties	and	applications	of	the	indicated	products	are	offered	in	good	faith	and	are	based	on	our	research	and	practical	experiences.		
Due	to	the	versatility	of	the	application	possibilities,	it	is	impossible	to	mention	all	details	and	we	do	not	assume	any	obligations	or	responsibilities	resulting	

from	this.		When	a	new	edition	appears	due	to	the	technical	development,	the	preceding	data	are	no	longer	valid.	
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Consumer	range	

DRY FUEL 
Water remover 

for petrol or diesel engines 
Wynn’s	Dry	Fuel	is	a	product	suitable	for	diesel	and	petrol	
engines	developed	to	absorb	water	in	the	fuel	system.			

	
 

ü Absorbs	water	from	the	fuel	tank.	
ü Cleans	fuel	injectors.	
ü Protects	against	rust	and	corrosion.	
ü Prevents	carburettor	and	fuel	filter	icing.	
ü Provides	a	better	cold	start	performance.	
ü Improves	fuel	economy.	
ü Restores	lost	power.	
ü Can	be	used	and	is	100	%	active	in	biofuels,	pure	(B100)	or	diluted	in	diesel	fuel	(B02,	

B05,	B30,	…).	
ü Does	not	harm	turbochargers	and	catalytic	converters.	

	

	
   

ü Recommended	for	all	petrol	and	diesel	engines	with	or	without	turbocharger.	
	

	
	

ü Add	entire	contents	of	one	bottle	of	325	ml	to	the	petrol	or	diesel	fuel	tank.	
ü For	best	results,	use	every	six	months. 
ü Bottle	also	suitable	for	capless	diesel	fuel	fillers.	
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